
Introducing the 
Smart Lampholder from Leviton

A new line of color-coded  
Compact Fluorescent Lampholders (CFL’s) designed for

easy wattage identification

®



COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)

®

Leviton’s Outstanding Line of Compact Fluorescent Lampholders 
Now Offers Even More Unique Features
Leviton’s complete line of Compact Fluorescent Lampholders (CFL’s) already offered industry-leading assembly
and quality features.  But our commitment to designing state-of-the-art lampholders didn’t end there. We listened to
fixture manufacturers to learn more about what they needed in CFL’s. Today, Leviton is proud to introduce our newly-
designed “Smart Lampholder.”

The “Smart Lampholder” — Color-coded CFL’s for easy wattage identification
Fixture manufacturers can choose from a wide range of compact fluorescent lamps with different wattages and configurations.
Unfortunately, many of the lamp bases look alike, and it’s not always easy to match them with properly rated lampholders during
fixture assembly. This confusion can lead to costly, time-wasting mistakes.

That’s why Leviton developed a color-coded system for easy wattage identification. Our new CFL is a “Smart Lampholder”. The
smart lampholder features an easy-to-read color code that immediately tells you the lamp wattage it accepts. The color-coded
Smart Lampholder automatically gives you a clear, simple way to organize your stock. It makes selecting the right lampholder
much easier and significantly reduces assembly time.

All 4-pin Smart Lampholders  automatically reject 2-pin lamps
A common mistake during assembly is when a 2-pin quad  lamp is inserted into a 4-pin lampholder. In addition to losing valuable
assembly time, this mismatch can damage the lamp ballast. Leviton’s Smart 4-pin quad lampholders have an internal rejection
feature that prevents the incorrect insertion of 2-pin lamps.

New bottom snap-in versions designed for thinner panels
Bottom snap-in mount Smart Lampholders are now available for 18-20 gauge panels that are increasingly popular with fixture
manufacturers.

Smart Lampholders provide all the innovative features 
you’ve come to expect from Leviton’s CFL’s:

Bottom Snap-In Mounting For Easier Panel Assembly
Leviton is the only manufacturer offering bottom snap-in versions for every 10mm CFL.  Bottom snap-in versions are available for
16 gauge and 18-20 gauge panels. Bottom snap-ins allow lampholders to be mounted on the top side of fixture  panels—an
option that can significantly reduce assembly time.

Four Screw Holes For Greater Mounting Flexibility
All screw-down CFL’s feature four screw-holes, providing manufacturers with more mounting versatility.

Two Wiring Ports Per Contact Speed Harness Wiring
Every terminal port on Leviton CFL’s accepts two wires. Harness-set wiring with our CFL’s does not require extra jumper wires
and wire nuts, thereby reducing assembly time while cutting manufacturing and material costs.

Superior Metal-Spring Lamp-Retainer Clip
Leviton offers CFL’s with metal-spring clips for positive lamp retention. The metal clips hold the lamp firmly and provide a long,
dependable service life.

Wire-Routing Options
All surface-mount CFL wireways allow wires to be routed on either the top or bottom side of the mounting panel. This feature
provides for easier assembly of many popular designs, including recessed fixtures.
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COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)

Color Code Cat. No. Dashes Wattage

White Body 26719 100, 200, 300,400, 500 5, 7, 9
Only 

White Body 26720 100, 200, 300, 400, 500, 520 13
with Black

White Body 26725 201, 211, 221, 401, 411, 421 10/13
with Black

White Body 26725 202, 212, 222, 402, 412, 422 18
with Green

White Body 26725 203, 213, 223, 403, 413, 423 26/32
with Orange

White Body 26725 404, 414, 424 42
with Yellow

White Body 26725 419, 429 Universal* 26, 32, 42
Only

*For use with Universal ballast only

“Smart” CFL Color-Coding Chart

Cat. No. 26719 Series for lamps with G23 and G23-2 base
Cat. No. 26720 Series for lamps with GX23 and GX23-2 base
Cat. No. 26725 Series for lamps with G24d, G24q and GX24q base

UL Listed E-5833
75W- 600V CSA Certified LR-1863

UL Listed for indoor and outdoor 
applications when properly enclosed

Body for all CFL’s is white thermoplastic with color-coding as indicated above for wattage identification. Quick-connect
push-in wiring terminals accept No. 18 AWG solid or twisted-and-overtinned leads, stripped 3/8 in.

®
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COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)
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NOTE: Dimensions in parentheses are in millimeters. All others are in inches.

Leviton Lamp Color Philips Osram GE Panasonic
Cat. No. Base Code SYLVANIA

26725-421 G24q-1 Black PL-C, DULUX D DOUBLE BIAX FDS
10W, 13W 10W, 13W 10W, 13W 10W, 13W    

GX24q Black TRIPLE BIAX 
13W

26725-422 G24q-2 Green PL-C, 18W DULUX D DOUBLE BIAX FDS
18W 18W 18W 

GX24q-2 Green PL-T, 18W DUPLUX T/E TRIPLE BIAX FHT
18W 18W 18W

26725-423 G24q-3 Orange PL-C, 26W DULUX D/E DOUBLE BIAX
26W  26W

G24q-3 Orange PLT DULUX T/E TRIPLE BIAX FHT
26W, 32W 26W, 32W 26W, 32W 26W, 32W

26725-424 GX24q-4 Yellow PL-T DULUX T/E            PERFORMANCE
42W 42W BIAX 42W

26725-429 G24q-3 No color code PL-T DULUX T/E TRIPLE BIUX FHT
Universal• GX24q-4 White body only 26W, 32W, 42W 26W, 32W, 42W 26W, 32W, 42W 26W, 32W   

* For use with Universal ballast only.

0.68
(17.27)

1.40
(35.56)

1.40
(35.56)

0.062
(1.57)

0.560
(14.22)

1.400
(35.56)

0.360
(9.14)

1.37
(34.80)

0.15
(3.81)

KEYWAY

RECOMMENDED
PANEL OPENING

0.267
(6.78)

Cat. No. 26725-421

Cat. No. 26725-423 Cat. No. 26725-429

Cat. No. 26725-422 Cat. No. 26725-424

KEYWAY

KEYWAY

KEYWAYKEYWAYKEYWAY

KEYWAY

KEYWAY
KEYWAY

Bottom Snap-In Mounting
For Use with 18 Ga.-20 Ga. panels

For Use With 18 Ga. –
20 Ga. Panels
Cat. No. 26725 Series
G24q and GX24q Base, 4-pin
Suitable for dimming or electronic
ballasts
Lampholders for 10-watt and 
13-watt lamps are color-coded 
black.
Lampholders for 18-watt lamps
are color-coded  green.
Lampholders for 26-watt and
32-watt lamps are color-coded
orange.
Lampholders for 42-watt lamps
are color-coded  yellow.
Universal lampholders for 26,
32 and 42-watt lamps are not
color-coded—white body only.



COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)
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Bottom Screw-Down MountingCat. No. 26725 Series
G24q and GX24q Base, 4-pin
Suitable for dimming or electronic
ballasts
Lampholders for 10-watt and 
13-watt lamps are color-coded 
black.

Lampholders for 18-watt lamps
are color-coded  green.
Lampholders for 26-watt and
32-watt lamps are color-coded
orange.
Lampholders for 42-watt lamps
are color-coded  yellow.
Universal lampholders for 26,
32 and 42-watt lamps are not
color-coded—white body only.

NOTE: Dimensions in parentheses are in millimeters. All others are in inches.

Leviton Lamp Color Philips Osram GE Panasonic
Cat. No. Base Code SYLVANIA

26725-411 G24q-1 Black PL-C, DULUX D/E DOUBLE BIAX FDS
10W, 13W 10W, 13W 10W, 13W 10W, 13W    

TRIPLE BIAX 
13W

26725-412 G24q-2 Green PL-C, 18W DULUX D DOUBLE BIAX FDS
18W 18W 18W 

GX24q-2 Green PL-T, 18W DUPLUX T/E TRIPLE BIAX FHT
18W 18W 18W 18W

26725-413 G24q-3 Orange PL-C, 26W DULUX D/E DOUBLE BIAX
26W                       26W               

G24q-3 Orange PLT DULUX T/E TRIPLE BIAX FHT
26W, 32W 26W, 32W 26W, 32W 26W, 32W

26725-414 GX24q-4 Yellow PL-T DULUX T/E             PERFORMANCE
42W 42W BIAX 42W

26725-419 G24q-3 No color code PL-T DULUX T/E TRIPLE BIUX FHT
Universal• GX24q-4 White body only 26W, 32W, 42W 26W, 32W, 42W 26W, 32W, 42W 26W, 32W   

* For use with Universal ballast only.

1.288
(32.72)

0.680
(17.27)

1.40
(35.56)

0.812
(20.62)

1.400
(35.56)

1.063
(27.00)

1.359
(34.52)

1.000
(25.4)

KEYWAY0.812
(20.62)

RECOMMENDED
HOLE PATTERN

Cat. No. 26725-411

Cat. No. 26725-413 Cat. No. 26725-419

Cat. No. 26725-412 Cat. No. 26725-414

KEYWAY

KEYWAY

KEYWAY

KEYWAY

KEYWAY



COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)

®
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Leviton Lamp Color Philips Osram GE Panasonic
Cat. No. Base Code SYLVANIA

26725-401 G24q-1 Black PL-C, DULUX D DOUBLE BIAX FDS
10W, 13W 10W, 13W 10W, 13W 10W, 13W    

GX24q Black TRIPLE BIAX 
13W

26725-402 G24q-2 Green PL-C, 18W DULUX D DOUBLE BIAX FDS
18W 18W 18W 

GX24q-2 Green PL-T, 18W DUPLUX T/E TRIPLE BIAX FHT
18W 18W 18W

26725-403 G24q-3 Orange PL-C, 26W DULUX D/E DOUBLE BIAX
26W  26W

G24q-3 Orange PLT DULUX T/E TRIPLE BIAX FHT
26W, 32W 26W, 32W 26W, 32W 26W, 32W

26725-404 GX24q-4 Yellow PL-T DULUX T/E            PERFORMANCE
42W 42W BIAX 42W

* For use with Universal ballast only.

Bottom Snap-In Mounting
For Use with 16 Ga. panels

For Use With
16 Ga. Panels
Cat. No. 26725 Series
G24q and GX24q Base, 4-pin
Suitable for dimming or electronic
ballasts
Lampholders for 10-watt and 
13-watt lamps are color-coded 
black.
Lampholders for 18-watt lamps
are color-coded  green.
Lampholders for 26-watt and
32-watt lamps are color-coded
orange.
Lampholders for 42-watt lamps
are color-coded  yellow.

0.680
(17.27)

1.312
(33.32)

0.812
(20.62)

1.400
(35.56)

1.063
(27.00)

1.288
(32.72)

0.062
(1.57)

0.560
(14.22)

1.400
(35.56)

0.360
(9.14)

1.359
(34.52)

0.125
(3.18)

RECOMMENDED PANEL
THICKNESS - 16 GA.

RECOMMENDED
PANEL OPENING

KEYWAY

FOR SCREW-MOUNT OPTION,
RECOMMENDED MOUNTING SCREW

#8 SELF-CUTTING

0.267
(6.78)

KEYWAY

KEYWAY KEYWAY

KEYWAY

Cat. No. 26725-401 Cat. No. 26725-402

Cat. No. 26725-403 Cat. No. 26725-404



COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)
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Bottom Snap-In Mounting
For Use with 18 Ga. - 20 Ga. panels

Leviton Lamp Color Philips Osram GE Panasonic
Cat. No. Base Code SYLVANIA

26725-221 G24d-1 Black PL-C, DULUX D DOUBLE BIAX
10W, 13W 10W, 13W 10W, 13W

26725-222 G24d-2 Green PL-C, 18W DULUX D 18W DOUBLE BIAX FDS
DULUX T 18W 18W 18W

26725-223 G24d-3 Orange PL-C, 26W DULUX D 26W DOUBLE BIAX
DULUX T 26W 26W

26725-211 G24d-1 Black PL-C DULUX D DOUBLE BIAX
10W, 13W 10W, 13W 10W, 13W

26725-212 G24d-2 Green PL-C DULUX D DOUBLE BIAX FDS
18W 18W 18W 18W

26725-213 G24d-3 Orange PL-C DULUX D DOUBLE BIAX  
26W 26W 26W

DULUX T 26W

NOTE: Lamp names are trademarked by manufacturers.
See pages 3-5 for Cat. No. 26725 G24q base, 4-pin lampholders (suitable for dimming or electronic ballasts).

Cat. No. 26725-223 Cat. No. 26725-213

Cat. No. 26725-221 Cat. No. 26725-211

Cat. No. 26725-222 Cat. No. 26725-212

0.68
(17.27)

1.40
(35.56)

1.40
(35.56)

0.062
(1.57)

0.560
(14.22)

1.400
(35.56)

0.360
(9.14)

1.37
(34.80)

0.15
(3.81)

KEYWAY

0.267
(6.78) 1.288

(32.72)

0.680
(17.27)

1.40
(35.56)

0.812
(20.62)

1.400
(35.56)

1.063
(27.00)

1.359
(34.52)

1.000
(25.4)

KEYWAY0.812
(20.62)

RECOMMENDED
PANEL OPENING

RECOMMENDED PANEL
THICKNESS -18 GA. - 20 GA.

RECOMMENDED
MOUNTING SCREW
#8 SELF-CUTTING

RECOMMENDED
HOLE PATTERN

KEYWAY KEYWAY

KEYWAY
KEYWAY

Bottom Snap-In
Mounting Versions
For Use With 18 Ga. -
20 Ga. Panels
Cat. No. 26725 Series
G24d Base, 2-pin 
Lampholders for 10-watt and 
13-watt lamps are color-coded 
black.
Lampholders for 18-watt lamps
are color-coded  green.
Lampholders for 26-watt lamps
are color-coded  orange.
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COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)
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Bottom Snap-In Mounting
For Use with 16 Ga. panels

Leviton Lamp Color Philips Osram GE Panasonic
Cat. No. Base Code SYLVANIA

26725-201 G24d-1 Black PL-C, DULUX D DOUBLE BIAX
10W, 13W 10W, 13W 10W, 13W

26725-202 G24d-2 Green PL-C, 18W DULUX D 18W DOUBLE BIAX FDS
DULUX T 18W 18W 18W

26725-203 G24d-3 Orange PL-C, 26W DULUX D 26W DOUBLE BIAX
DULUX T 26W 26W

NOTE: Lamp names are trademarked by manufacturers.
See pages 3-5 for Cat. No. 26725 G24q base, 4-pin lampholders (suitable for dimming or electronic ballasts).

For Use With
16 Ga. Panels
Cat. No. 26725 Series
G24d Base, 2-pin 
Lampholders for 10-watt and 
13-watt lamps are color-coded 
black.
Lampholders for 18-watt lamps
are color-coded  green.
Lampholders for 26-watt lamps
are color-coded  orange.

®

0.680
(17.27)

1.312
(33.32)

0.812
(20.62)

1.400
(35.56)

1.063
(27.00)

1.288
(32.72)

0.062
(1.57)

0.560
(14.22)

1.400
(35.56)

0.360
(9.14)

1.359
(34.52)

0.125
(3.18)

RECOMMENDED PANEL
THICKNESS - 16 GA.

RECOMMENDED
PANEL OPENING

KEYWAY

0.267
(6.78)

FOR SCREW-MOUNT OPTION,
RECOMMENDED MOUNTING SCREW

#8 SELF-CUTTING

KEYWAY

KEYWAY

Cat. No. 26725-201

Cat. No. 26725-202 Cat. No. 26725-203
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COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)
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Leviton Mounting Lamp Philips Osram GE Panasonic
Cat. No. Base Sylvania

26720-100 Horizontal snap-in GX23, GX23-2

26720-200 Horizontal screw-down GX23, GX23-2

26720-300 Vertical top snap-in GX23

26720-400 Vertical screw-down GX23, GX23-2

26720-500 Vertical bottom snap-in GX23, GX23-2
for 16 ga. panels

26720-520 Vertical bottom snap-in GX23, GX23-2
for 18-20 ga. panels

PL-S DULUX S BIAX FDS
13W 13W 13W 13W
PL-C DULUX D DOUBLE

13W 13W BIAX                              
13W

Cat. No. 26720-100 Cat. No. 26720-200

Cat. No. 26720-300 Cat. No. 26720-400

Cat. No. 26720-520Cat. No. 26720-500

1.01
(25.65)

0.77-0.79

(19.56-20.06)

0.88
(22.35)

0.39
(9.91)

0.39
(9.91)

1.40
(35.56)

0.68
(17.27)

0.69
(17.53)

0.13
(3.30)

1.01
(25.65)

0.88
(22.35)

1.23
(31.24)

1.40
(35.56)

0.68
(17.27)

0.69
(17.53)

1.28
(32.57)

1.16
(29.46)

0.95
(24.13)

0.41
(10.41)

0.17
(4.32)

0.91
(23.11)

0.34
(8.64)

1.33
(33.78)

1.22
(30.99)

1.40
(35.56)

0.68
(17.27)

0.41
(10.41)

0.56
(14.22)

1.39
(35.31)

0.22
(5.59)R

0.87
(22.10)

1.22
(30.99)

1.22
(30.99)

1.23
(31.24)

0.13
(3.30)

0.22
(5.59)

1.09
(27.69)

1.20
(30.48)

1.40
(35.56)

BASE

0.22
(5.59)

0.81
(20.57)

0.19
(4.83)

Ø

1.40-1.415
(35.56-35.94)

1.00
(25.40)

0.27
(6.86)

1.09
(27.69)

1.40
(35.56)

1.40
(35.56)

BASE

0.22
(5.59)

1.40-1.415
(35.56-35.94)0.27

(6.86)

1.20
(30.48)

1.09
(27.69)

1.40
(35.56)

1.40
(35.56)

BASE

0.22
(5.59)

1.40-1.415
(35.56-35.94)0.27

(6.86)

1.20
(30.48)

NOTE: Dimensions in parentheses are in millimeters. All others are in inches.

NOTE: Lamp names are trademarked by manufacturers.

RECOMMENDED PANEL CUTOUT
NOTE: PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED PANEL THICKNESS
0.023-0.039(0.58-0.99) MAX INCLUDING PAINT

NOTE:
SMALL MOUNTING HOLES
FOR SELF THREADING #4 SCREW.
LARGE MOUNTING HOLES
FOR #8 SCREW

NOTE: 
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED PANEL THICKNESS
0.023-0.039(0.58-0.99) MAX INCLUDING PAINT

NOTE: 
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED MOUNTING
SELF-THREADING #8 SCREW

RECOMMENDED
PANEL OPENING

NOTE:
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED
PANEL THICKNESS 18-20 GA.

NOTE:
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED
PANEL THICKNESS 16 GA.

RECOMMENDED PANEL OPENINGRECOMMENDED PANEL OPENING

PANEL CUTOUT

Cat. No. 26720 Series
For GX23 and GX23-2 
Lamp Base
Lampholders for 13-watt 
lamps are color-coded  black.



COLOR-CODED COMPACT FLUORESCENT
LAMPHOLDERS (CFL’s)
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Cat. No. 26719-100

Cat. No. 26719-300

Cat. No. 26719-200

Cat. No. 26719-400 Cat. No. 26719-500

1.01
(25.65)

0.77-0.79

(19.56-20.06)

0.88
(22.35)

0.39
(9.91)

0.39
(9.91)

1.40
(35.56)

0.68
(17.27)

0.69
(17.53)

0.13
(3.30)

1.01
(25.65)

0.88
(22.35)

1.23
(31.24)

1.40
(35.56)

0.68
(17.27)

0.69
(17.53)

1.28
(32.51)

1.16
(29.46)

0.95
(24.13)

0.41
(10.41)

0.17
(4.32)

0.91
(23.11)

0.34
(8.64)

0.41
(10.41)

0.56
(14.22)

1.39
(35.31)

0.22
(5.59)R

0.87
(22.10)

1.22
(30.99)

1.22
(30.99)

1.23
(31.24)

0.13
(3.30)

0.22
(5.59)

1.33
(33.78)

1.22
(30.99)

1.40
(35.56)

0.68
(17.27)

1.09
(27.69)

1.20
(30.48)

1.40
(35.56)

BASE

0.22
(5.59)

0.81
(20.57)

0.19
(4.83)

Ø

1.40-1.415
(35.56-35.94)

1.00
(25.40)

0.27
(6.86)

1.09
(27.69)

1.40
(35.56)

1.40
(35.56)

BASE

0.22
(5.59)

1.40-1.415
(35.56-35.94)0.27

(6.86)

1.20
(30.48)

RECOMMENDED PANEL CUTOUT
NOTE: PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED PANEL THICKNESS
0.023-0.039(0.58-0.99) MAX INCLUDING PAINT

NOTE: 
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

NOTE:
SMALL MOUNTING HOLES
FOR SELF THREADING #4 SCREW.
LARGE MOUNTING HOLES
FOR #8 SCREW

PANEL CUTOUT

NOTE: 
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED MOUNTING
SELF-THREADING #8 SCREW

RECOMMENDED PANEL OPENING

NOTE:
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED
PANEL THICKNESS 16 GA.

Leviton Mounting Lamp Philips OSRAM GE Panasonic
Cat. No. Base SYLVANIA

26719-100 Horizontal snap-in G23, G23-2

26719-200 Horizontal screw-down G23, G23-2

26719-300 Vertical top snap-in G23

26719-400 Vertical screw-down G23, G23-2

26719-500 Vertical bottom snap-in, G23, G23-2
for 16 Ga. panels

PL-S DULUX S BIAX FDS
5W, 7W, 9W 5W, 7W, 9W 5W, 7W, 9W 9W

DULUX D, DOUBLE
9W BIAX                              

9W

NOTE: Dimensions in parentheses are in millimeters. All others are in inches.

RECOMMENDED PANEL OPENING

0.390(9.91)

1.
45

0 
M

IN
(3

6.
83

)

0.
77

-0
.7

9
(1

9.
56

-2
0.

06
)

0.
77

-0
.7

9
(1

9.
56

-2
0.

06
)

1.
45

0 
M

IN
(3

6.
83

)

RECOMMENDED PANEL THICKNESS
0.023-0.039(0.58-0.99) MAX INCLUDING PAINT

RECOMMENDED POSITIONING FOR
DUAL LAMPHOLDER DESIGN WITH
CAT. NOS. 26719-100 AND 26720-100

Cat. No. 26719 Series
For G23 and G23-2 
Lamp Base
Lampholders for 5-watt, 
7-watt and 9-watt lamps 
are color-coded  white.

NOTE: Lamp names are trademarked by manufacturers.
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Leviton Manufacturing Co., Inc.
59-25 Little Neck Parkway, Little Neck, NY 11362-2591

Tel: 1-800-833-3532 • FAX: 1-800-832-9538

For Technical Assistance, Call: 1-800-824-3005
Mon - Fri 8:30 AM to 6:00 PM Eastern Time

or email us at: info@leviton.com

Visit Leviton's Web site at http://www.leviton.com

Leviton Manufacturing of Canada, Ltd.
165 Hymus Blvd., Pointe Claire, Quebec H9R 1E9

Tel: 1-800-469-7890 • FAX: 1-800-563-1853

©1999 Leviton Manufacturing Co., Inc. All rights reserved.
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